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"Four is more" 

We congratulate you on purchasing the four-wheeled chassis 4FUN which will enable you to enjoy 

flying without the need to foot-launch, while offering a higher stability versus a three-wheel chassis. 

Owing to the use of quality materials, such as chrome-molybdenum steel duralumin, fibreglass and 

carbon, the 4FUN is light-weight yet strong and sturdy, distinguishing it from downmarket or home-

made imitations. 

The 4FUN is used by both recreation and racing pilots. Using prototypes, Czech representatives Petr 

Matoušek and Karin Stachová won a World Championship and a silver medal in 2012, respectively.  

   

 

!! Please pay close attention to this manual, thoroughly checking all steps !! 

We wish you an enjoyable flight experience, as well as flawless take-offs and landings, with your 

4FUN chassis! 

     YOUR NIRVANA 

WEIGHT / DIMENSIONS 

Chassis weight:        11.7 kg 

Chassis dimensions: length     1545 mm 

main chassis width   1305 mm 

front chassis width     820 mm 

Packing dimensions:   920 mm x 555 mm x 188 mm  (L x W x H)
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 4FUN four-wheel chassis assembly 

 

1. The chassis includes the following 
components. 

 

2. First, arrange the components as 
shown.  

 

3. Start with the rear wheels. Attach wheel 
to the axle using a cotter pin featuring 
safety stop. The safety stop can be 
released by pressing the centre. 

 

4. Slide the axle with the attached wheel 
into the rear chassis skeleton, as 
depicted here (refer to picture in Step 2 
for proper placement).  Secure the axle 
with a cotter pin. 
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5. Repeat the process with the second 
rear wheel. 
 

 

6. Assemble the front section of the 
chassis. First, attach the axle to the 
centre part of the skeleton. 

 

7. Fasten the axle a cotter pin.  

 

8. Next, use cotter pins to attach both 
front wheels to the axle. 



Nirvana Systems s.r.o. 
Jateční 523, 760 01 Zlín-Prštné, Czech Republic 

www.nirvana.cz, info@nirvana.cz 
 
 

 

 

9. The front wheels are shown fastened in 
place. 

 

10. Install the spring, as shown. Some force 
will be needed. 

 

11. The spring will ensure that the axle 
return to its initial position. 

 

12. Next, connect the front and rear 
sections of the chassis. 
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13. Secure the sections using the screw, as 
shown. 

 

14. Chassis assembly is completed. 
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Nirvana Instinct paramotor installation to the 4FUN chassis 

 

1. Attach the support frame to the engine 
unit. 

 

2. Next, attach the lower arch of the 
protective frame to the engine unit. 

 

3. Connect frames to the seat, as shown, 
that will affix it to the chassis. Complete 
this for both sides of the seat. 

 

4. Connect the seat with frames to the 
engine unit. 
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5. Position the backpack onto the chassis. 
This will be made easier with an 
assistant. 

 

6. Affix the backpack using  three cotter 
pins. 
Insert the first cotter pin into the rear 
support frame.  

 

7. Insert the second cotter pin into the 
front, left side. 

 

8. Insert the third cotter pin into the front, 
right side. 
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9. Complete the assembly of the 
protective frame.  
The next step involves affixing forks 
onto the protective frame. Drill a hole 
10 cm down from the arch joint. 
Measure the lower hole according to 
the size of fork used. 

 

10. Drill the upper hole through both layers 
of the protective frame arch. 

 

11. Drill the lower hole through the outer 
layer – not both.  

 

12. Push the lower part of the fork into the 
lower hole, and the upper part into the 
upper hole. Secure it with a washer and 
nut. 
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13. It is recommended to reinforce the 
protective frame with steel-wire rope, 
safeguarding against strong wind. Affix 
the rope eye to the seat, as shown. 

 

14. Reeve the rope through the fork, and 
stretch and secure it by tightening the 
clamp. 

 

15. A correctly installed steel-wire rope. 
 
Repeat this for the opposite side. 

 

16. Finished assembly of Nirvana Instinct 
paramotor with FUN four-wheeled 
chassis.  
 
PRIOR TO TAKE-OFF,  
COMPLETE A PRE-FLIGHT  
INSPECTION! 
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Transport case stowing procedure for the 4FUN chassis  

 

1. Stow components in case 
compartments, as shown here, as well 
as smaller parts, such as cotter pins. 

 

2. First, place the front axle in the case. 

 

3. Then stow the centre part of the front 
section of the chassis. 

 

4. Proceed with the rear wheels. 
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5. Follow with the front wheels. 

 

6. Finally, stow the chassis rear. 

 

7. Chassis packed neatly in transport case. 

 

 


